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HIGH PERFORMANCE EPOXY GROUT 

DESCRIPTION 
FasTrac 

 

USE 

CE815 can 
also be used as an anchoring adhesive. 

FEATURES  

PACKAGING AND YIELD

PHYSICAL PROPERTIES 
Appearance: Component A - gray, Component B - clear  

Shelf Life: 2 years in original unopened container  

Storage Conditions: Store at 40⁰ F – 95⁰ F (4.4⁰ C – 35⁰ C).   

Condition material to 65⁰ F – 95⁰ F (18⁰ C – 35⁰ C) before using. 

 

:  

® 

CE815 EPOXY GROUT  
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HIGH PERFORMANCE EPOXY GROUT 

® 

CE815 EPOXY GROUT  

TECHNICAL DATA CE815 Standard Set CE815 Extended Set   

 C579 Compressive Strength @75⁰ F       
  1-day 10,500 psi 6,400 psi   

  3-day 13,500 psi 10,500 psi   

  7-day 15,000 psi 12,500 psi   

  Five Bag Mix 7-day 16,000 psi 14,500 psi   

C579 Compressive Modulus of Elasticity 2,200,000 psi 2,100,000 psi   

C1181 Compressive Creep (400 psi, 140⁰ F) <0.005 in/in <0.005 in/in   

C307 Tensile Strength 2,500 psi 2,200 psi   

C307 Tensile Modulus of Elasticity 2,100,000 psi 2,000,000 psi   

C580 Flexural Strength 

C580 Modulus of Elasticity 

4,500 psi 

2,000,000 psi 

4,100 psi 

2,000,000 psi 
  

C882 Bond Strength 3,500 psi 3,300 psi   

C884 Thermal Compatibility pass pass   

D2471 Gel Time 60 minutes 120 minutes   

D2471 Peak Exotherm 110⁰ F 90⁰ F   

C531 Linear Shrinkage on cure 0.005% 0.005%   

C531 Coefficient of Thermal Expansion         

  Standard 16 x 10-6 in/in;⁰F 18 x 10-6 in/in;⁰F   

  Five-bag mix 14 x 10-6 in/in;⁰F 15 x 10-6 in/in;⁰F   

Pour Depth at 75⁰ F 
Up to 12 inches with proper 
curing and expansion allow-
ance 

Up to 24 inches with proper 
curing and expansion allow-
ance 

  

Curing Temperature Working Time 
Initial 
Cure 
Time 

Working Time 
Initial 
Cure 
Time 

  

  

  50⁰ F / 16⁰ C 4 hours 42 hours 8 hours 84 hours   

  55⁰ F / 18⁰ C 3 hours 36 hours 7 hours 72 hours   

  65⁰ F / 21⁰ C 2 hours 30 hours 5 hours 60 hours   

  75⁰ F / 24⁰ C 1.5 hours 24 hours 3.5 hours 48 hours   

  85⁰ F / 29⁰ C 45 min 18 hours 2.5 hours 36 hours   

  95⁰ F / 35⁰ C 30 min 12 hours 1.5 hours 24 hours   

  100⁰ F / 38⁰ C 20 min 6 hours 1 hour 12 hours   
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LIMITED WARRANTY 

 

MANUFACTURER 

HIGH PERFORMANCE EPOXY GROUT 

® 

CE815 EPOXY GROUT  


